
PSL HANDLE CLEANING INSTRUCTIONS

i. metal

The metal used for our range oxidise 
with age and environment, both of 
which contribute to the evolution of a 
natural patina. If you favour the original 
bright finish of your pieces, this is easily 
restored by use of polishing solution - we 
recommend Braso or Silvo depending on 
the metal in question - applied with a soft, 
clean cloth.

Because each object is cast in small 
batches, slight variations will occur from 
one individual piece to another. Production 
marks may include slight pour ripples or 
surface pitting, which imprint every item 
with a unique character.

MATERIALS

weight

i. psl 93mm

Brass 
(200g / 7.05oz)

Bronze  /  Blackened Bronze
(205g / 7.23oz)

Aluminium
(60g / 1.41oz)

ii. psl 205mm

Brass 
(460g / 16.27oz)

Bronze  /  Blackened Bronze
(475g / 16.76oz)

Aluminium
(130g / 7.59oz)

Aluminium

Blackened

Bronze

Brass

i. metali. psl 93mm

ii. psl 205mm

overall dimensions

i. psl 93mm

h 16mm × d 25mm × w 93mm

h 0.63in × d 0.98in × w 3.66in

ii. psl 205mm

h 16mm × d 25mm × w 205mm

h 0.63in × d 0.98in × w 8.07in
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SKIMMED FLAT ON BACK SURFACE

SashXL_Final
GENERAL DIMENSIONS

SAND CAST IN SOLID ALUMINIUM
SKIMMED FLAT ON BACK SURFACE
MACHINED M4 HOLES AS INDICATED

measurements in mm

i. psl 93mm

ii. psl 205mm


